

























































































































































































82

Windshield wiper system
Model 124.036

The range of the extended-reach wiper in its
outermost position was increased by 4 mm.

Interior lighting

Rear reading lamps are installed as standard
equipment.
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Detachable body components

Bumpers

Model 124.036

The front bumper cover was reshaped to reduce
front axle lift by nearly one half.

The fog lamps are located to the left and right of
the modified front bumper ventilation slits, similar
to model 129.

The rear bumper cover was modified to fit the
widened rear fenders.

Front and rear bumpers constructed with energy
absorbing foam and integrated impact absorbing
bumper struts as known from previous model
124 vehicles.

Front fenders

Model 124.036
The front fender arches were flared outwards to

acommodate wider tires.

P88.2264-13
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Exterior panels

Model 124.038
The front and rear fender side protection panels
as well as the rocker panel covers were adapted

to fit the modified front and rear fender contours.

Trunk

Model 124.036

Due to a larger 90 liter {23.8 U.S. gal) fuel tank,
the trunk volume was decreased from 520 liters
to 485 liters.

PB8-2280-13
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Seats, restraint systems

Seats

Model 124.038

Sport 4-place leather seating is installed and is
available in the following interior colors: creme
beige, black, blue, dark brown and grey. Due to
the individual rear seating, model 124.036 is
classified as a four seater only.

Airbag

Model 124.034

As previously, a driver airbag is installed as
standard equipment. A front passenger airbag is
optionally available.

Model 124.036
Driver and front passenger airbags are installed
as standard equipment.

P81-0180-13




Special tools

Part number Group Category
Description
119 589 04 83 00 07 A

Pressure hose

with angular connection 7/45" - 20 UNF
and union nut M12 X 1.5 mm for

LH gasoline injection system :
{with tester 103 589 00 21 00). 119589 04 6300 |

N
140 589 02 63 00 07 B
e
Contact module 2 N =5
o N\ =
LH gasoline injection system, N =5
ABS/ASR,
electronic accelerator system.
140 589 02 63 00
07 /
S—
140 589 10 63 00 15 B
18-pole test cable =
for EZL/AKR ignition system. ?f
140 589 10 63 00
15 /
119 589 01 09 00 15 A

Spark plug wrench

5/g" {15.8 mm) 175 mm long,
3/g" square drive.

119 589 01 09 00
15 /

140 589 01 33 00 54 A
Lifting fixture

for removal/installation of control units
in module box.

140 589 01 33 060




Special tools

Part number Group
Description

Category

140 589 01 63 00 54
Contact module 1

for base moduls.

140 583 08 63 00 54
Contact box

for checking control units in module
box.

140 589 06 63 00

140 589 14 63 00 54

Adaptor for diagnostic test
connection

for connecting impulse counter
124 589 19 21 00 to diagnostic test

connection. 140 589 14 6300
N S

140 589 10 33 00 54 B

Spacer g

for removal of conirol units from
contact box.

140 589 06 63 00

129 589 00 21 00 83
128-pole socket box

for checking electronic systems in
conjunction with contact module.

129 588 00 21 00

54
N






